Job Name: 25-
Job Location: Clarkscille, TN
Contractor: Byard Construction, LLC

2422B Woodland Springs Section 3 Storm

Structure ID:
P2

BX3636-08LD08-SP

Plant: 100 Tech: Jared - A 7SI
<
9/4/2026 9:50:15 AM PC: Andy Chembers = =\
CB FLAT TOP 8"W w/24"x34" HOLE \R!J

Coating (Ext):

Seam Dn: Flat

P3) 24" x 34" - CASTING HEIGHT - 6" 0 Ib|Structure Notes: .
P2) 36" x 36" - CB FLAT TOP 8"W w/24"x34" HOLE - 8" 1267 bl 1, JBS 3080-V SET (F/G/H) PROVIDED BY ICAST.
P1) 36" x 36" - BOX BASE 8inW, 8inF, Variable Ht - 46" 5776 Ib
1) )CASXTING—JBS 3080—VlgET (||=r}G/Ha)]rla © 500 Ib g ggﬁéﬁé&iﬂ%ﬁg %gIIFAKT;';;I%xs'S
1) 36" x 36" - Conseal CS-102 1.00" 0 bl " 1O INVERT CHANNEL :
2) Hole - 34 0lb| & :
1) Hole - 22 01b| 5. REINFORCING PER ASTM A615 (GRADE 60).
--------- - TOP SLAB (As .62) #5 BARS AT 6" C.C.E.W.
Structure Total: 7543 Ib| - WALLS (As .12) #5 BARS AT 12" C.C.E.W.
- FLOOR (As .12) #5 BARS AT 12" C.C.E.W.
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* % ) GENERAL NOTES:
S CE a FRONT VIEW 1. MANUFACTURED TO ASTM C-913
N O ? (LATEST REVISION).
2. CONCRETE: 4,000 PSI AT 28 DAYS.
3. REINFORCING: TOP SLAB #5 BAR @ 6” E.W. O.C.
(GRADE 60).
Coating (Int): Seam Up: Flat Wall Thickness: 8" Height (Ext): 8" Weight (Net): 1267 Ib

Volume (Net): 0.32cu.yd




