Job Name: 25-2952 - KYTC Jefferson Co Call 106 (251315)

Job Location: Indiana, KY

Contractor: Louisville Paving and Construction

Plant: 100

9/30/2026 2:34:12 PM

Structure ID: 4

Tech:
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P2 BX024024-08LD08S BX FLAT LID 8inW SPEC. (KY JB-B1)
P3) 24" - CASTING (castin) - 4" 0 Ib | Structure Notes: .
P2) 24" x 24" - BX FLAT LID 8inW SPEC. (KY JB-B1) F/F - 8" 770 b | **KYTC STATE PROJECT**
P1) 24" x 24" - BOX BASE 8inW, 8inF, Variable Ht F/n - 22" 2372 1b 1. HOE KY-206 F/C (KY TY1) PROVIDED BY ICAST.
1) CASTING - HOE KY-206 F/C (KY TY1) 206 Ib
1) 24" x 24" . Conseal GS.102 1.00" 01b| 2- KYTC JUNCTION BOX B/ PER ASTM C913
2) Hole - 20 olb | SPEC'S.
1) Hole - 18 0lb| 3. CONCRETE = 4,000 PSI AT 28 DAYS.
ST 4. TOP SLAB w KYTC TYPE 1 F/C CAST FLUSH.
Structure Total:  33481b | 5 RE|NFORCING PER ASTM A615 (GRADE 60).
- TOP SLAB (As. 62) #5 BARS AT 6" C.C.E.W.
- WALLS (As .31) #5 BARS AT 12" C.C.E.W.
- FLOOR (As .31) #5 BARS AT 12: C.C.E.W.
NOTES:
1. MANUFACTURED TO KYTC JUNCTION
BOX B1/ASTM C—931 (LATEST REVISION).
2. CONCRETE: 4,000 PSI AT 28 DAYS.
3. REINFORCING: #5 BAR @ 6" C.C. E.W.
(GRADE 60).
. 4. CASTING BY ICAST (HOE KY—206 F/C).
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PLAN VIEW BAR | SIZE | LENGTH | QTY | SHAPE
) B1 5 | 4 in (0'—4") | 4 pes | STR
40 B2 5 11 in (0'=11") | 8 pcs | STR
8” = 24” i~ 8” B3 5 | 5in (0'-5") | 8 pcs | STR
B4 | #5 | 36 in (3'=0") | 8 pcs | STR
B5 | #5 | 24 in (2'—0") | 4 pcs | DIAG
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R ‘ ‘ Total Pieces: 32 Pcs
0 { Lo o i i e . Total Footage: 44.09 LF
i ‘ AN Total Weight: 45.99 Ibs (0.023 Tons)
. EZ SIDE VIEW #5 BAR @ 6"
WSZ = C.C.E.W. (GRADE 60)
P~
Coating (Int): Seam Up: Flat Wall Thickness: 8" | Height (Ext): 8" Weight (Net): 770 Ib
Coating (Ext): Seam Dn: Flat Volume (Net): 0.2cu.yd




