Job Name: 26-2749 - ODCRA T-Hangar and Taxilane Apron
Job Location: Owensboro, KY
Contractor: Winwater Hartford KY Co.

Plant: 100

Tech:

9/28/2026 10:02:44 AM

Structure ID: QL1 HW (1)

P1

HWSF24CUST

24" - HW SLOPED & FLARED CUSTOM

J. Horsley

PC: A. Chambers

ISOMETRIC VIEW

DIMENSIONS

PIPE ¢ A B

C

D E

WEIGHT

24" FORM 3'—6"

2'-10"

8" 5-0"

4,434 LBS.

NOTES:

1. CONCRETE: KYTC APPROVED.

2. REINFORCING: #4 BAR @ 12" C/C E.W.—GRADE 60,

(WITH 2” CONCRETE COVER MINIMUM)

3. REINFORCING BARS TO BE TACK WELDED OR TIED.
4. PIPE AND LIFTING ANCHOR POCKETS TO BE GROUTED

WITH KYTC APPROVED NON—SHRINK GROUT.

5. DRAWING TO BE USED IN CONJUNCTION WITH KYTC STD. DRAWING
RDH—-020—-03 AND THE STANDARD SPECIFICATIONS FOR ROAD

AND BRIDGE CONSTRUCTION.
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CHAMFER ON ALL EXPOSED EDGES.

USE 24" S&F FORM

3X 88" HOLES

"A—ANCHOR” LIFTING SYSTEM
FOR PLANT & FIELD

HANDLING.
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